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SYDNEY 

(NSW & ACT SALES)

149 Beaconsfield 
Street Silverwater 
NSW 2128 
Private Bag 149 
Silverwater NSW 1811 
Phone: (02) 9647 1411 
Fax: (02) 9648 3698 
Email: 
nsw@audiotelex.com.au

MELBOURNE 
(VIC & TAS SALES)

22/277 
Middleborough Road 
Box Hill VIC 3128 
PO Box 151 Blackburn 
South VIC 3130 
Phone: (03) 9890 7477 
Fax: (03) 9890 7977 
Email: 
vic@audiotelex.com.au

BRISBANE 
(QLD SALES)

42 Commercial Road 
Fortitude Valley 
QLD 4006 
PO Box 871 Fortitude 
Valley QLD 4006 
Phone: (07) 3852 1312 
Fax: (07) 3252 1237 
Email: 
qld@audiotelex.com.au

ADELAIDE 
(SA & NT SALES)

31 Walsh Street 
Thebarton 
SA 5031 
PO Box 157 
Hindmarsh SA 5007 
Phone: (08) 8352 4444 
Fax: (08) 8352 4488 
Email: 
sa@audiotelex.com.au

PERTH 
(WA SALES)

299 Fitzgerald Street 
West Perth WA 6005 
PO Box 404 
North Perth 
WA 6906 
Phone: (08) 9228 4222 
Fax: (08) 9228 4233 
Email: 
wa@audiotelex.com.au

AUCKLAND 
(NZ SALES)

Unit B, 11 Piermark 
Drive Albany 1331 
New Zealand 
PO Box 512 
Albany 1331 
Phone: (09) 415 9426 
Fax: (09) 415 9864 
Email: 
sales@audiotelex.co.nz

AUSTRALIA AND NEW ZEALAND
w w w. a u s t ra l i a n m o n i t o r. c o m . a u

EUROPE / ASIA / MIDDLE EAST
w w w. a u s t ra l i a n m o n i t o r. c o m . a u

INTERNATIONAL SALES

149 Beaconsfield Street Silverwater NSW 2128 Australian 
Private Bag 149 Silverwater NSW 1811 
Phone: (02) 9647 1411 
Fax: (02) 9648 3698 
Email: international@audiotelex.com.au

USA / SOUTH AMERICA
w w w. a u s t ra l i a n m o n i t o r. c o m

SENNHEISER ELECTRONIC CORPORATION

1 Enterprise Drive 
Old Lyme CT 06371 USA 
Phone: 1 860 434 9190 
Fax: 1 860 434 1759 
Email: jalexander@sennheiserusa.com



I N S T R U C T I O N S

Thank you for purchasing the Australian Monitor Installation Series AM-MUTE1. The AM-MUTE1 when installed in a compatible mixer 
or amplifier will allow for muting of channels 2 and higher* when signal is present at channel 1 and the channel volume is turned up.

*This will be channels 2–6 on a 6 channel mixer or mixer amp and 2–8 on an 8 channel mixer or mixer amp.

The installation of the AM-MUTE1 involves access to the inside of the mixer or amplifier. Installation should only be 
attempted by a qualified technician. Always turn off AC power and remove the AC power cord before attempting to 
access the inside of any Australian Monitor Installation Series mixer or amplifier.

INSTALLATION

Installation into compatible Australian 
Monitor Installation Series mixers or  
amplifiers is simple. Please follow these 
easy illustrations for installation.

OPERATION

The operation of the AM-MUTE1 is 
simple as there are no user controls.

The threshold is fixed and the release 
time is set at about 3 seconds. 
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